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Filter / Regulator
B90

  = “Most Popular”

Basic 1" Body

Features
• Integral 3/4" or 1" ports (BSPP or NPT)

• High efficiency element as standard

• Excellent water removal efficiency

• Robust but lightweight aluminum construction

• Secondary pressure ranges 12 and 16 bar

• Rolling diaphragm for extended life

• Secondary aspiration plus balanced poppet provides 
quick response and accurate pressure regulation

• Reverse flow / relieving option

• Low temperature -40° with combined manual / 
semi-auto drain as standard
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6969

Hi-Flow Modular Filter / Regulator B90

5 micron element kit.............................................P3YKA00ESE

Bowl kit 
Manual/semi auto drain (combined) ............... P3YKA00BSC
Auto drain .........................................................P3YKA00BSA

Key lock kit ............................................................. P3XKA00AS

Diaphragm kit 
Relieving type.....................................................P3YKA00RR
Non-relieving type ..............................................P3YKA00RN

Angle bracket + metal lock ring ............................ P3YKA00MS

Panel mount nut ....................................................P3YKA00MM
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Gauge
port 1/4
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port 1/4 Flow (dm3/s)

0 20 40 60 80 100 120 140 160 180 200 220 240 260 320280 300

Flow (dm3/s)
0 20 40 60 80 100 120 140 160 180 200 220 240 260 320280 300

CAUTION:
REGULATOR PRESSURE ADJUSTMENT – The working 
range of knob adjustment is designed to permit outlet pressures 
within their full range. Pressure adjustment beyond this range 
is also possible because the knob is not a limiting device. This 
is a common characteristic of most industrial regulators, and 
limiting devices may be obtained only by special design.

For best performance, regulated pressure should always be set 
by increasing the pressure up to the desired setting.


