
GG-Radkorper mit original Vulkollan*
92° SH(A)-Laufbelag
Gray cast iron wheel centre with
Vulkollan 92° SH(A) tread

Vulkollan - das Hochleistungs-Elastomer

Vulkollan'' - the ultimate Elastomer

- dynamsch hoch belaslbar I suitable lor high dynamic stress
- hoher Eimeil}v/;ders:and i high tear resistance
- (ei —,e btabende Verlcrmung I low permanent deformation
- hohe' Verschlei3widets;and I high resistance to wear
- cjrofiu Laulfuhe. goringof RoiiwiUurstand I

high quiet running, low rolling resistance
- gute Beslardigkeil gegen Ole. Felle. Benzm und

andere Losungsmiltel Igood resistance to UV radiation,
ozone, grease and o/fc

•, VULKOLLAN

vulko
Laufrader

Ball bearing wheels

Serie LF
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Kula Abm.

Typeot
bearing

Kula L. O

Bore0
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Bestfill-Nr.

Code

100x40

100x40

100x40

325 45 54 43 12/32 10 12 VKLF 100/40/312

325 45 5-'. 43 15/32/09 15 VKLF 100/40/315

325 45 54 43 17/40/12 17 VKLF 100/40/317

100x40 325 45 54 43 20/42/12 20 VKLF 100/40/320

125x40

125x40

400 60 56 5S 17/40/12

20/42/12

17

20

VKLF 125/40/317

400 60 56 58 VKLF 125/40/320

150x40 4! 3 60 63 58 20/4/ 14

25/47/12

20

25

VK LF 150/40/320

150x40 4! 60 62 58 VKLF 150/40/325

160x50 550 60 63 58 20/47/14

25/47/12

20

25

VKLF 160/50/320

160x50 550 60 63 58 VK LF 160/50/325

200x50

200x50

200x50

800

800

60 69 58 20/47 14 20 VK LF 200/50/320

60 69 58 25/47/12 25 VK LF 200/50/325

800 60 69 58 30/55/13 30 VK LF 200/50/330

250x50

250x50

250x50

900 60 71 58 20/47/14 20

25

VK LF 250/50/320

900 60 71 58 25/47/12 VK LF 250/50/325

900 60 71 58 30/55/13 30 VK LF 250/50/330

300x50

300x50

300x50

1000 60 90 58 25/52/15 25 VK LF 300/50/325

1000 60 90 58 30/62/16 30 VK LF 300/50/330

1000 60 90 58 35/62/14 35 VK LF 300/50/335

Tragfahigkei* m kg bei 4 km/h
load capacity at 4 km/h

Vulkoprin - Deufschland
CmbH *Co. KC

GcebenstraRe 32
32423 Minden

Tel. -49(0)571 82887-0
Fax .49 (0) 571 82887-44

inlo@vulkoprin.de
www.vjlkoprin.de
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